
OVETTO
by Arianna e Bruno Teardo 

LED

220-
240 V

50/60
HzIP20-20°

+35°
Mac Adam
3 >90

CRI IK 07 RG 0

Wall lamp for indirect lighting. Bent and welded metal structure. Curved metal diffuser. Equipped with SMD Led circuit with high color rendering 
index (CRI90) and high-energy efficiency. Laser cut metal dissipating plate. Built-in electronic ballast. All electronic ballasts are equipped with 
thermal and short-circuit protection, protection against overvoltage and overloading. 

80.000 h
L80  B20

DESCRIPTION

The information contained in this document may be modified at any time, in relation to technical upgrades, without notice and do not involve the assumption of any obligation by Krea Design srl.

TECHNICAL SPECIFICATIONS

USE FEATURES



other colors on request

STANDARD COLORS

RAL 9016 - Matt white: 1

IP20OVETTO 230

1100lm8WLED

CCT 4000°K
CRI>90

L105 .N

CCT 3000°K
CRI>90

L105 .W 100

230
27

TECHNICAL SPECIFICATIONS

SETTLEMENT CODE 
Complete the code by entering the number corresponding to the desired color in the space provided

 

CODE

FLUX 1  POWERTYPE

Brightest LED versions on request

                                                                          1 Nominal luminous flux  

Other version on request


